
BIJILDING 2054

Bu~ 2054 (formerly 31t) is a m~ shop ~ with tile roof and sheet
metal soffits. The windows arc steel ,~h with ~ ~’,’Ik

Thcbufl,4~is L ~h*pe.d and was con~ ~__~:t_,~l in1934. It is thc only bm’lding with
~ integral ,oofod porch at tho oi~o~ ~.
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BUILDING 2054

CONDITION SURVEY

SHOP

1. Masonry is so’ded.

2. Ge~er is torn over porch.

3. Rust is present at steel sashes and at linteL~

4. Moss is present on ,-hlm~.~

5. Mortar is m~ from chimney at corner.

6. Scupper boxes at east are not tied to downsponts.

7. Mm’tar is mL~sing from parapets at corner. Masonry is mossy and soiled.

Mortar has washed away from joints where scupper boxes dump onto building face. Masonry
is w~kmaed and soiled.

9. Vehicle damage to llOI’th face.

10. Paint is loose at eaves.

U.. Truss ends at north side are rust|rw~

12. Glazing is painted some locations.

13. Moss is present in gutters.

14. Fascia is soiled behind gntter.

15. W’mdow glass broke% north en&

16. Broken m~soury h~s been stuffed with rags.

17. Gable end and eave is soiled.

18. Vehicles have damaged some downspouts.

19. Two downspouts are not connected to boots.

20. Original doors are weathered and defaced by signage.

21. Steel~amhs and corners are rusting.
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BUILDING 2054

MAIN~rENANCE AND REPAIR NOTES

SHOP BUILDING

.
SOILED MASONRY
a. Remove soil and moss which may be hol~ moisture ag-~-~t m~.
b. As budget psrm~t~ have all ~ dcanccL

2. TORN GLrfrER
& Repair gutter se~mlnZ~o’mts wa_tca’ti~L

3. RUSTING SASHF~

4.

5.

.

.

&

9.

10.

Remove all rust with wire br~t~h sandhog and steel wool
b. Prc~ea g)~s~
C. P~c immedAat~’y.

Replace loose, missing or cracked #*~-g puny.
e. Paint with oil based somi-gloss paint=
f. Oil hardware.

MOSS ON CHIMNEYS

a. Remove all so~ and mo~
b. Repoint if mortar is soft or m;~sin~

CHIMNEY MORTAR
a. This ehlm.~.y should probably be rebuilt if k is still in use.

patch roof Olin;r) ~ to latC.h #"Z Z’O~n~
If abandoned, remove: and

SCUPPER BOXES
Install downspouts from scuppea" boxes to storm line boot as soon as pos~"ole.

b. Remove an soil and moss from masonry.
Rcpoint joints which have exrodcd away.

PARAPETS
Clean masonry.

b. Remove soft mortar.
Relmild portions of para~t where mortar is soft beyond 1" of surface.

d. Rcpoint remainder of parapet with mortar to match existing.

MASONRY AT SCUPPER BOXES
a. Remove soil, moss and loose or soft mortal’.
b. Repoint joints which have crrodexl away with mortar to match existing.

VEHICLE DAMAGE
a. Remove d~m:~e,d )mlt¢ and replace with matching units.
b. Match c~_sting mortar color.
c- Install pi-ncd parking bumpcr~

PAINT AT EAVES
z, Scrape all loose paint and sand.
b. RcpainL



BUILDING 2054
MAJ~WENANCE & REPAIR

PAGE 2 OF 2

11.

12.

I3.

14.

15.

16.

RUSTING TRUSS ENDS
a, Remove a~ fast with wire brush.
b. Replace rusted conncctocs.

Prime immediately and paint,

PAINTED GLASS

a, Remove m~ce~ll~ painL
b. If dayfight is a ~obleng p~nt i-slde of gt~s black to mnll;oa line.

MOSS IN GUTTERS
a. Remove all moss and debris which will sustain moss growth.
b. Adjust gutters to slope toward downspouts.

SOH~F.D FASCIA

a. Remove soiL
b. Adjust fla~hlng and gutter to prevent water from leaking behind gutter,

BROKEN GLASS
a. Replace with glass to match existln~.

BROKEN MASONRY

a. Remove ra~,
b. Replace with identical nnlts in mortar to match ~ color.

Temporarily, holes may be filled with ti~ed mortar or patching ¢ompoand.

17. SOIL AT GABLE END AN’D EAVE
a. Remove soil with natural bristle brash and garden hose..

18. DOWNSPOUT DAMAGE
a. Straighten O*,,,*ged downspouts.

Remove rust, sand and palm,
Stra~hte.;.~ downspouts immed;*tely upon impact will help lh.;t resting.

19. DISCONNF.£’TF.D DOWNSPOUTS

a. Cotmea to storm drain bo~,

2O.

21.

DOORS
a, Remove signage from door~
b. Scrape and ¢,snd tO remove loose ~;nt

Caalk open joints
d. Prime and repainL

RUSTING STEEL
a. Wire brnsh and sand to remove all rust.
b. Replace rusted connectors.
c. Prime immediately and repaint.


